
Capacities 1/4 to 3 tons

Lift 10 foot, longer lifts available

Lift speeds 5 to 64 FPM

AC Power 115/230 1-60HZ; Reconnectable;
230/460 3-60; Reconnectable
208 and 575 3-60 single voltage

Control Push button control voltages of
115 volts standard on all 3 phase
models, single speed, two speed
and single phase models. 24 volt
control optional

Suspension Hook, lug, plain, geared and
motorized trolleys

Options Load brake, weather proofing &
waterproof covers, corrosion
resistant, plating service, explo-
sion proof div. 2, food service,
spark resistant

NEW BUDGIT

• All hoists are provided with a high tech
electronic upper & lower limit switch, easily
adjustable by the press of a button.

• New heavy duty motor brake is an AC
spring set disc brake for positive braking
action and long life with minimal mainte-
nance. Easy 1-step adjustment procedure

• Nylon mesh fabric chain container included
as standard for lifts up to 20’

• New design allows easy change out of
either hook or lug suspension. 

• Powdercoat finish

What’s NEW with BUDGIT Electric Hoists

Budgit Electric HoistsBudgit Electric Hoists

NEW Limit Switch

NEW Motor Brake



Budgit Electric Hoists
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Hook Mounted Hoists

Budgit Electric Hoists

Lug Mounted Hoist with push Trolley

Lug Mounted Hoists with Motor-Driven Trolley

1/4 to 2 Ton 3 Ton

*Two speed hoist has a 1/2 H.P. motor
** “E” Dimensions listed represent maximum length between one and two speed model hoists. Consult factory for exact dimensions.
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